


32” 
(812mm)

15/8” 
(41mm)

Bury 
18” (457mm) 

Min.
Longer at 

6” (152mm)
Intervals

Product Features
• Full flow performance – large radius 

hose and pumper openings and conical 
Upper Valve Plate reduce turbulence and 
provide low friction loss.

• Field replaceable, O-ring sealed Hose 
and Pumper Nozzles – threaded in place 
and retained by stainless steel locks– 
NST or BSP threads. Integral Storz 
connector also available to order.

• O-ring sealed Bronze Seat Ring – 
Resists corrosion and easily removed for 
maintenance through top of hydrant.

• Safety Flange and stainless steel Safety 
Stem Coupling – if hydrant is hit, flange 
and coupling break free preventing 
damage to stem and main valve, and 
uncontrolled water flow – coupling will not 
break into pieces that could drop down 
and affect valve operation.

• Double Bronze Drains – each time main 
valve opens or closes, drain valves force-
flush drain openings to keep them open 
for barrel drainage.

• Inlet Connections: 6”/DN150 Flanged 
ANSI B16.1 Class 125 Flat Face (optional 
PN10, PN16 drilling).

Form 12921 – Rev 01/17
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Reliable ConnectionsTM

I n t e r n at i o n a l  D ata  S h e e t

Super Centurion® 250 Fire Hydrant
Reliable ConnectionsTM

Available as: 3-hose, 4-hose, 3-hose and 1-pumper; 
2-hose and 2-pumper configurations

– A421 41/2” (114mm) main valve opening 3-way 
	 (2-hose nozzle/1-pumper nozzle)
– A423 51/4” (133mm) main valve opening 3-way 
	 (2-hose nozzle/1-pumper nozzle)
– A454 51/4” (133mm) main valve opening 3-way (3-hose nozzle)**
– A455 51/4” (133mm) main valve opening 4-way (4-hose nozzle)**
– A458 51/4” (133mm) main valve opening 4-way
	 (3-hose nozzle/1-pumper nozzle)**
– A459 51/4” (133mm) main valve opening 4-way (2-hose nozzle/ 

2-pumper nozzle), UL Listed and ANSI/AWWA C502

*2-way is a 200psig/12barg rated Centurion Hydrant.
**Hose Gate Valves required on FM Approved Models.
† Tall snow bury version (24”/600mm) available. Details upon request.

§ • 3-way and 4-way hydrant: 
250psig/17barg maximum working 
pressure, 500psig/34barg test pressure.* 

• UL Listed and FM Approved (CE marked 
to EN14384 available).

• Meets or exceeds all applicable 
requirements of ANSI/AWWA C502 and 
ANSI/NSF 61/372.

• O-ring sealed Bonnet, Ground, and Shoe 
Flange – better leak resistance, easier 
maintenance.

• O-ring sealed Oil Reservoir with Filler 
Plug – permits easy check of oil level 
and refill without removing Bonnet; filled 
at factory.

• Automatic operating mechanism 
lubrication – positive lubrication of stem 
threads and bearing surfaces each time 
hydrant is operated.

• Super Centurion 350 Hydrants with 
350psig/24barg maximum working 
pressure, 700psig/48barg test pressure 
available.

A459 A458 A454 A455

18” 
(457mm)

(†)



Nozzle Information:
1/Pumper Nozzle (41/2”/DN110 NST or BSP)
2/Nose Nozzles (21/2”/DN65 NST or BSP)

Copyright © 2017 Mueller Co., LLC. All Rights Reserved. The trademarks, logos and service marks displayed in this document herein 
are the property of Mueller Co., LLC, its affiliates or other third parties. Products marked with a section symbol ( § ) are subject to 
patents or patent applications. For details, visit www.mwppat.com. These products are intended for use in potable water applications. 
Please contact your Mueller Sales or Customer Service Representative concerning any other application(s).
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Reliable ConnectionsTM

Reliable ConnectionsTM

Super Centurion® 250 Fire Hydrant

	
	 A-11	 Operating Nut 	 Bronze ASTM B584
	 A-3 	 Hold Down Nut O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-5 	 Bonnet O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-6 	 Anti-Friction Washer 	 Acetal
	 A-7 	 Oil Filler Plug 	 Brass ASTM B16
	 A-8 	 Bonnet 	 Cast Iron ASTM A126 CL.B
	 A-9 	 Bonnet Bolt & Nut 	 Steel J429 GR. 2
	 A-10 	 Upper Barrel O-Ring2 	 Rubber ASTM D2000 BUNA N
	 A-11 	 Upper Stem 	 Steel ASTM A576 GR.1117
	 A-12 	 Stem O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-13 	 Nozzle Lock 	 Stainless Steel ASTM A276
	 A-14 	 Pumper Nozzle 	 Bronze ASTM B584
	 A-15 	 Pumper Nozzle Cap Gasket 	 Rubber ASTM D2000 Neoprene
	 A-16 	 Pumper Nozzle O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-17 	 Pumper Nozzle Cap 	 Cast Iron ASTM A126 CL.B
	 A-18 	 Hose Nozzle 	 Bronze ASTM B584
	 A-19 	 Hose Nozzle Gasket 	 Rubber ASTM D2000 Neoprene
	 A-20 	 Hose Nozzle O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-21 	 Hose Nozzle Cap 	 Cast Iron ASTM A126 CL.B
	 A-22 	 Cap Chain 	 Plated Steel
	 A-23 	 Chain Hook 	 Plated Steel
	 A-24 	 Upper Barrel 	 Cast Iron ASTM A126 CL.B
	 A-25 	 Safety Coupling 	 Stainless Steel ASTM A890
	 A-26 	 Safety Flange Bolt & Nut 	 Steel SAE J429 GR. 2	 	
	 A-27 	 Safety Flange O-Ring3 	 Rubber ASTM D2000 BUNA N
	 A-28 	 Safety Flange 	 Cast Iron ASTM A126 CL.B
	 A-29 	 Cotter Pin 	 Stainless Steel ASTM A276
	 A-30 	 Clevis Pin 	 Stainless Steel ASTM A276
	 A-31 	 Lower Stem 	 Steel ASTM A576 GR.1144
	 A-32 	 Lower Barrel 	 Cast Iron ASTM A126 CL.B
	 A-33 	 Stem Pin 	 Stainless Steel ASTM A582
	 A-34 	 Drain Valve Facing 	 Plastic
	 A-35 	 Drain Valve Screw 	 Stainless Steel
	 A-36 	 Upper Valve Plate 	 Bronze ASTM B584
	 A-37 	 Shoe Bolt & Nut 	 Steel SAE J429 GR. 2
	 A-38 	 Drain Ring Housing O-Ring4 	 Rubber ASTM D2000 BUNA N
	 A-39 	 Top Seat O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-40 	 Drain Ring Housing 	 Cast Iron ASTM A126 CL.B
	 A-41 	 Drain Ring Housing Nut/Bolt5 	 Steel ASTM A307 Plated
	 A-42 	 Drain Ring 	 Bronze ASTM B584
	 A-43 	 Seat Ring 	 Bronze ASTM B584
	 A-44 	 Bottom Seat O-Ring 	 Rubber ASTM D2000 BUNA N
	 A-45 	 Reversible Main Valve6 	 Rubber ASTM D2000 SBR
	 A-46 	 Lower Valve Plate7 	 Cast Iron ASTM A126 CL.B
	 A-47 	 Cap Nut Seal 	 Rubber ASTM D2000 BUNA N
	 A-48 	 Lock Washer 	 Stainless Steel ASTM A276
	 A-49 	 Lower Valve Plate Nut 	 Cast Iron ASTM A126 CL.B
	 A-50 	 Shoe8 – Flanged 	 Cast Iron ASTM A126 CL.B
	 A-841 	 Hold Down Nut 	 Bronze ASTM B584
	 A-851	 Weather Seal 	 Rubber ASTM D2000 EPDM
	 A-51 	 10.5 oz. Hydrant Lubricating Oil 	 (not shown)

Parts List

ID 	P ART NAME	M ATERIAL

A-1 
A-85 
A-3 
A-84 
A-5 
A-6 
A-7 
A-8 
A-9 
A-10 
A-11 
A-12 
A-13 
A-14 
A-15 
A-16 
A-17 
A-18 
A-19 
A-20 
A-21 
A-22 
A-23 
A-24 
A-25 
A-26 
A-27 
A-28 
A-29 
A-30 
A-31 
A-32 
A-33 
A-34 
A-35 
A-36 
A-37 
A-38 
A-39 
A-40 
 
A-42 
A-43 
A-44 
A-45 
A-46 
A-47 
A-48 
A-49 
A-50 
A-51

Operating Nut 
Weather Seal 1 
Hold Down Nut O-Ring 1 
Hold Down Nut 
Bonnet O-Ring 1 
Anti-Friction Washer 1 
Oil Filler Plug 
Bonnet 
Bonnet Bolt & Nut 
Bonnet Flange O-Ring 1, 4 
Upper Stem 
Stem O-Rings 1 
Nozzle Locks (Pumper & Hose) 
Pumper Nozzle 
Pumper Nozzle Gasket 
Pumper Nozzle O-Ring 
Pumper Nozzle Cap 
Hose Nozzle 
Hose Nozzle Gasket 
Hose Nozzle O-Ring 
Hose Nozzle Cap 
Chain 
Chain Connector Ring 
Upper Barrel 
Safety Stem Coupling 4 
Safety Flange Bolt & Nut 4 
Safety Flange O-Ring 4 
Safety Flange 4 

Cotter Pin 4 
Clevis Pin 4 

Lower Stem 
Lower Barrel 
Stem Pin 
Drain Valve Facing 2 
Drain Valve Facing Screw 2 
Upper Valve Plate 
Shoe Bolt & Nut 2 
Drain Ring Housing O-Ring 2 
Top Seat Ring O-Ring 2, 3   
Drain Ring Housing 
 
Drain Ring 
Seat Ring 3 
Bottom Seat Ring O-Ring 2, 3 
Main Valve 2, 3  
Lower Valve Plate 2, 3 
Cap Nut Seal 2, 3 
Lock Washer 2 
Cap Nut 
Shoe 
Hydrant Lubricating Oil 1, 4

1 – 1988 & newer models; all pre-1988 models use parts A-2 
	 Weather Cap & A-4 Hold Down Nut. These parts are not shown & 
	 must be used with a pre-1988 style Operating Nut, A-1.
2 – 1997 & newer 3-way models; all pre-1997 models have flat gasket
3 – 1997 & newer models; all pre-1997 models have flat gasket
4 – 1997 & newer models; all pre-1997 models have square gasket
5 – Used only on pre-1997 model hydrant – Not Shown
6 – 1997 & newer models only; pre-1997 models use non-reversible
 	 main valve & lower valve plate – Not Shown
7 – 1997 & newer models for reversible main valve; pre-1997 models
 	 use non-reversible main valve – Not Shown
8 – 6” MJ Shoe is Ductile Iron, ASTM A536

A-1
A-85
A-3
A-84
A-5
A-6
A-7
A-8
A-9
A-10
A-11
A-12
A-13
A-14
A-15
A-16
A-17
A-18
A-19
A-20
A-21
A-22
A-23
A-24
A-25
A-26
A-27
A-28
A-29
A-30
A-31
A-32
A-33
A-34
A-35
A-36
A-37
A-38
A-39
A-40

A-42
A-43
A-44
A-45
A-46
A-47
A-48
A-49
A-50
A-51

§



Product features
• Meets or Exceeds ANSI/AWWA C503.

• Individual Stem Operation.

• Limited Number of Internal Parts.

• Nozzle Threads Conform to NFPA 1963, NH/NST.

• Removable Nozzle Design.

• Available in a Variety of Bolt Hole Patterns.

• Low Zinc Silicon Bronze Stems.

• Heavy Duty Disc Holder.

• Product Rated up to 250 psig (17 Barg), Hydrostatically Tested 
at 500 psig (34 Barg).

• O-Ring Construction in Stem Insert.

• Epoxy Coated Interior Meets AWWA C550 and ANSI/NSF 61.

• Plastic Caps Available.

• 10-year Limited Warranty.

• 5” Storz Pumper Nozzle Available.

iD Part NaMe Material

1 Hydrant Body Ductile Iron

2 Nozzle Inserts Copper Alloy UNS C89833

3 Hose Caps Cast Iron

4 Hydrant Stem Silicon Bronze

5 Stem Locknut Copper Alloy UNS C89833

6 Beveled Hydrant Disc BUNA–N

7 Hydrant Disc Locknut Copper Alloy UNS C89833

8 Stem Insert Copper Alloy UNS C89833

9 Pent Nut Copper Alloy UNS C87600

10 Pent Nut Retainer Copper Alloy UNS C83600

11 Hydrant Disc Holder Copper Alloy UNS C89833

12 Nozzle Gasket Neoprene

13 O-Rings BUNA–N

14 Chain Zinc Coated Steel

Mueller international Division . 6125 Preservation Dr., Suite 200 . Chattanooga, tN 37416 . +1-423-490-9555 . faX +1-423-531-0033
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fire Hydrant - 3 Nozzle Ductile iron

Parts list

10

9

2

3

7

13

Form 12742 – rev 05/14

250 psig 

(17 Barg) 

8

1

13

14

4

5

6

11

12

250 PSI (17 Barg)

250 PSI (17 Barg)

Part #   Nozzle CoNfig. flaNge PatterN Weight

M4060AR 41/2” x 21/2” x 21/2” 6 - 3/4” (19mm) Holes, 93/8” (238mm) DBC 148 lb (67Kg)

M4060BR 4” x 21/2” x 21/2” 8 - 7/8” (22mm) Holes, 91/2” (241mm) DBC 154 lb (70Kg)

M4060CR 4” x 21/2” x 21/2” 6 - 7/8” (22mm) Holes, 91/2” (241mm) DBC 143 lb (65Kg)

M4060DR 4” x 21/2” x 21/2” 6 - 3/4” (19mm) Holes, 93/8” (238mm) DBC 143 lb (65Kg)

M4060ER 41/2” x 21/2” x 21/2” 8 - 7/8” (22mm) Holes, 91/2” (241mm) DBC 143 lb (65Kg)

Hydrant Description



Dimensions

Mueller international Division . 6125 Preservation Dr., Suite 200 . Chattanooga, tN 37416 . +1-423-490-9555 . faX +1-423-531-0033

17.22” (437mm) ref.

26.25”
(667mm)

23.12”
(587mm)

19.28”
(490mm)

14.40
(366mm)
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5.9” (150mm) 
ref.

fire Hydrant - 3 Nozzle Ductile iron

Ø9.50”
(241mm)

Ø9.33”
(237mm)

Ø9.50”
(241mm)

6 x Ø.875” (22mm)
equally SPaCeD

8 x Ø.875” (22mm)
equally SPaCeD

6 x Ø.75” (19mm)
equally SPaCeD

45°

60°

60°

Copyright © 2014 Mueller Co., LLC. All Rights Reserved. The trademarks, logos and  service marks displayed in this document herein are the

 property of Mueller Co., LLC, its affiliates or other third parties. These products are intended for use in potable water  applications. Please  contact

your Mueller Sales or Customer Service Representative concerning any other application(s).

11.15” (283mm) 
Dia. ref.



Product Features

• Integral Monitor Mounting Flange.

• Weight: 149 lbs/68 Kg.

• Meets or exceeds ANSI/AWWA C503.

• Individual Valve operation.

• Limited number of internal parts.

• Nozzle Threads conform to NFPA 1963, NH/NST (other Thread forms 
available to order).

• Removable Nozzle design.

• Available in a variety of bolt hole patterns.

• Low-zinc Silicon Bronze Stems.

• Heavy-duty Disc Holder.

• Product rated up to 250psig/17barg, hydrostatically tested at 
500psig/34barg).

• O-ring Stem Seals.

• Epoxy-coated Interior meets AWWA C550 and NSF 61.

• Plastic Caps available.

• 10-year limited warranty.

• Shown with optional integral 5” Storz Pumper Nozzle – 4” or 41/2”

Nozzle with Threaded Cap is standard.

• Contemporary design features a contoured head and 
fluted spool.

• Made in the U.S.A.

Form 12785 – rev 06/15

NOte 1: This is a reference dimension only. Actual dimensions may

vary with tightness of valve and cap.

Mueller International . 6125 Preservation Dr., Suite 200 . Chattanooga, tN 37416 USa . +1-423-490-9555 . FaX+1-423-531-0033 . international@muellercompany.com
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250psig/17barg
Rating

250psig/17barg
Rating

9

10

2

8

5

17

18

22

15 20

11

15.19”/386mm
(See Note 1)

ID Part NaMe MaterIaL Part NO.

1 Hydrant Body Ductile Iron ASTM A536 34-0247

2 Nozzle Inserts - 21/2” Brass ASTM B584 34-0113

3 Nozzle Inserts - 41/2” Brass ASTM B584 34-0117

4 O-Ring Rubber ASTM D2000 194572

5 O-Ring Rubber ASTM D2000 15-0192

6 Hose Nozzle O-Ring Rubber ASTM D2000 15-0242

7 Pumper Nozzle O-Ring Rubber ASTM D2000 15-0243

8 Stem - Short Brass ASTM B584 26-0089

9 Stem - Long Brass ASTM B584 26-0093

10 Insert 21/2” Short Length Brass ASTM B584 34-0688

11 Insert 21/2” Med. Length Brass ASTM B584 34-0689

12 Insert 41/2” Long Length Brass ASTM B584 34-0690

13 Assy-Holder & Disc 21/2” Brass ASTM B584 27-0500

14 Assy-Holder & Disc 

4” &41/2” Brass ASTM B584 27-0501

15 Cap - 21/2” with Chain Cast Iron ASTM A126 23-0168

16 Cap - 41/2” with Chain Cast Iron ASTM A126 23-0176

17 Locknut - Stem Brass ASTM B584 16-0016

18 Nut - Operating Brass ASTM B584 21-0004

19 Nut - Stem Brass ASTM B584 16-0254

20 Set Screw Stainless Steel 20-0026

21 S-Hook Steel/Zinc Plated 30-0021

22 Gasket 21/2” Rubber ASTM D2000 290272

23 Gasket 41/2” Rubber ASTM D2000 15-0043

24 Chain Steel/Zinc Plated 30-0003

Parts List
23

16

7

21

Monitor Fire Hydrant 3-Way Ductile Iron

6

13

14

3

24

4

18

19

12

1



Dimensions

28.13”
(667mm)

23.12”
(587mm)

19.28”
(490mm)

14.40”
(366mm)

Ø11.15” 
(283mm) 

Ø9.00” (229mm) 

Copyright © 2014 Mueller Co., LLC. All Rights Reserved. The trademarks, logos and  service marks
 displayed in this document herein are the property of Mueller Co., LLC, its affiliates or other third
 parties. These products are intended for use in potable water  applications. Please  contact your
Mueller Sales or Customer Service Representative concerning any other application(s).

Mueller International . 6125 Preservation Dr., Suite 200 . Chattanooga, tN 37416 USa . +1-423-490-9555 . FaX+1-423-531-0033 . international@muellercompany.com

8 x Ø.875” (22mm)
eqUaLLy SPaCeD

8 x Ø.75” (19mm)
eqUaLLy SPaCeD

Ø9.00” 
(229mm)

Ø9.50”
(241mm) B.C.

Ø7.50”
(190mm) B.C.

Monitor Fire Hydrant 3-Way Ductile Iron

45°

45°

Ø6.00” 
(152mm)

Ø4.00” 
(102mm)



adjustable Post Indicator

Product Features

• Adjustable in field without disassembly 24.25" (616 mm) range.

• Compatible with 4" – 24" (DN100 – DN600) post indicator 

valves, requiring 14 to 75 turns respectively to open.

• Models: A-20806 4" – 14" (DN100 – DN350) valves, A-20807 

16" – 24" (DN400 – DN600) valves.

• Open left or right options.

• Withstands up to 900 ft. - lbs. (1220Nm) of operating torque.

• Lockable Operating Wench storage prevents tampering.

• NPT tapped boss for mounting optional supervisory switch.

• UL/ULC  listed (4" – 24"/DN100 – DN600); FM approved 

(4" – 16"/DN100 – DN400).

mueller International Division . 6125 Preservation Dr., Suite 200 . Chattanooga, tN 37416 . +1-423-490-9555 . FaX +1-423-531-0033
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ID Part Name materIaL

1 SHUT Target Nylon

2 OPEN Target Nylon

3 Coupling Steel ASTM A500 GR.B

4 Cotter Pin (long) Brass ASTM B21

5 Retaining Ring Stainless Steel AISI 302

6 Hex Bolt Steel/Zinc Plated ASTM A307 GR.A

7 Post Head Cast Iron ASTM A126 CL.B

8 Bell Cast Iron ASTM A126 CL.B

9 Hex Nut Steel/Zinc Plated ASTM A563 GR.A

10 Operating Nut Ductile Iron ASTM A536 GR.65-45-12

11 Cap Polypropylene

12 Spring Pin Stainless Steel AISI 420

13 Threaded Sleeve Nylon (See Note 1)

14 Upper Stem Steel ASTM A513

15 Pipe Plug - Hex Socket Steel

16 Window Plexiglass

17 Hex Head Screw Steel/Zinc Plated ASTM A307 GR.A

18 Lower Barrel Ductile Iron ASTM 536 Gr.65-45-12 

(PVC DR14 UL Listed optional)

19 Upper Barrel Steel ASTM A53 GR.B

20 Wrench Ductile Iron ASTM A536 (See Note 2)

21 Lower Stem Steel ASTM A500 GR.B

22 Socket Head Set Screw Steel ANSI B18.3

23 Coupling Insert Steel ASTM A500 GR.B

Parts List

Notes:

1. The Threaded Sleeve (#13) is Nylon on the 4” – 14” 

(DN100 – DN350) valves and Aluminum on the 16” – 24”

(DN400 – DN600) valves.

2. The Wrench (#20) is made of Ductile Iron on the 4” – 14” 

(DN100 – DN350) valves and Steel on the 16” – 24” 

(DN400 – DN600) valves.

5
7

6

8

20

21

23

22

17

17

17

18

19

16

11

15

13

12

14

1

10

9

2

3

4

4



D
(See Bottom

table for
maximum

& minimum
Lengths as a
Function of

“Order Length”)
trench
Depth

36.75”
(933.5mm)

30” 
(762mm)

10” (254mm) 

FINISHED
GRADE

WINDOW

CENTERLINE

BURY
LINE

POST
ADJUSTING
SCREWS

adjustable Post Indicator

mueller International Division . 6125 Preservation Dr., Suite 200 . Chattanooga, tN 37416 . +1-423-490-9555 . FaX +1-423-531-0033

Form J4060SPL-M – 5/11

Dimensions

D Dimension – adjustment range and Weight 

OrDer LeNGtH OrDer LeNGtH OrDer LeNGtH OrDer LeNGtH OrDer LeNGtH OrDer LeNGtH
a B C D e F

min. 17.25" (438mm) 36" (914mm) 57" (1448mm) 78" (1981mm) 99" (2515mm) 120" (3048mm)

max. 39.25" (997mm) 60.25" (1530mm) 81.25" (2064mm) 102.25" (2597mm) 123.25" (3130mm) 144.25" (3664mm)

Weight 140lbs (63kg) 166kg (75kg) 195lbs (88kg) 224lbs (102kg) 253lbs (115kg) 282lbs (128kg)

Nominal trench Depths – Feet/Inches (mm)

VaLVe SIze OrDer LeNGtH OrDer LeNGtH 
a B 

min. max. min. max.

4" (DN100) 2'7" (787) 4'5" (1348) 4’1" (1247) 6’2" (1880)

6" (DN150) 3'0" (914) 4'10" (1473) 4’6" (1371) 6’7" (2007) 

8" (DN200) 3'4" (1016) 5'2" (1575) 4’11" (1499) 6’11" (2108)  

10" (DN250) 3'8" (1118) 5'6" (1676) 5’3" (1600) 7’3" (2210) 

12" (DN300) 4'0" (1219) 5'10" (1778) 5’7" (1702) 7’7" (2311)

14" (DN350) 4'6" (1371) 6'4" (1930) 6’1" (1854) 8’1" (2464)

16" (DN400) 4'10" (1473) 6'8" (2032) 6’5" (1956) 8’5" (2565) 

18" (DN450) 5'5" (1651) 7'3" (2210) 7’0" (2134) 9’0" (2743)

20" (DN500) 5'10" (1778) 7'8" (2337) 7’4" (2235) 9’5" (2870) 

24" (DN600) 6'6" (1981) 8'4" (2540) 8’1" (2464) 10’1" (3073) 

VaLVe SIze OrDer LeNGtH OrDer LeNGtH 
C D 

min. max. min. max.

4" (DN100) 5’10" (1778) 7'11" (2413) 7’6" (2286) 9’8" (2946) 

6" (DN150) 6’3" (1905) 8’4" (2540) 8’0" (2438) 10’1" (3073) 

8" (DN200) 6’8" (2032) 8’8" (2642) 8’5" (2565) 10’5" (3175) 

10" (DN250) 6’10" (2083) 9’0" (2743) 8’9" (2667) 10’9" (3277) 

12" (DN300) 7’4" (2235) 9’4" (2849) 9’1" (2769) 11’1" (3378) 

14" (DN350) 7’10" (2388) 9’10" (2997) 9’7" (2921) 11’7" (3531) 

16" (DN400) 8’2" (2489) 10’2" (3099) 9’11" (3023) 11’11"(3632) 

18" (DN450) 8’9" (2667) 10’9" (3277) 10’6" (3200) 12’6" (3810) 

20" (DN500) 9’1" (2769) 11’2" (3404) 10’10" (3302) 12’11"(3937) 

24" (DN600) 9’10" (2997) 11’10" (3608) 11’7" (3531) 13’7" (4140) 

VaLVe SIze OrDer LeNGtH OrDer LeNGtH 
e F 

min. max. min. max.

4" (DN100) 9’4" (2849) 11’5" (3480) 11’1" (3378) 13’2" (4013)

6" (DN150) 9’9" (2972) 11’10" (3608) 11’6" (3505) 13’7" (4140)

8" (DN200) 10’2" (3099) 12’2" (3708) 11’11" (3632) 13’11" (4242)

10" (DN250) 10’6" (3200) 12’6" (3810) 12’3" (3734) 14’3" (4343)

12" (DN300) 10’10" (3302) 12’10" (3912) 12’7" (3835) 14’7" (4445)

14" (DN350) 11’4" (3454) 13’4" (4064) 13’1" (3988) 15’1" (4597)

16" (DN400) 11’8" (3556) 13’8" (4166) 13’5" (4089) 15’5" (4699)

18" (DN450) 12’3" (3734) 14’3" (4343) 14’0" (4267) 16’0" (4877)

20" (DN500) 12’7" (3835) 14’8" (4470) 14’4" (4369) 16’5" (5004)

24" (DN600) 13’4" (4064) 15’4" (4674) 15’1" (4597) 17’1" (5207)

Copyright © 2014 Mueller Co., LLC. All Rights Reserved. The trademarks, logos and

 service marks displayed in this document herein are the property of Mueller Co., LLC,

its affiliates or other third parties. These products are intended for use in potable water

 applications. Please contact your Mueller Sales or Customer Service Representative

concerning any other application(s).
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FIRE HYDRANT VALVE

DRS120-GM-BSPN16 BS 4504 PN16 65 mm

DRS120-GM-65TE BS 10 Table E Flange 65 mm

Code No. Inlet Size

Gate Valve

DRS110-GM-65BSPT BSP 65 mm Male Thread

Code No. Inlet Size

Fire Brigade Valve

DRS100-GM-65NEN Storz NEN 3374

DRS100-GM-AB75 Storz 75 B

DRS100-GM-65AMAC Machino

DRS100-GM-65ABSP BSP 65 mm Male Thread

DRS106-GM-BGDV2 BOGDANOV (GOST) 65 mm

DRS106-GM-38BGDV Storz 52C

DRS108-GM-51BGDV BOGDANOV (GOST) 51 mm

DRS108-GM-65BGDV BOGDANOV (GOST) 65mm

Code No. Outlet Size

Hydrant Valve International Outlet Fittings

Code No. Inlet Size Outlet Size

DRS099-LG-65MTBS 2½’’ BSPT    BS 336 Female Outlet

DRS099-LG-80RGWM 3’’ Roll Groove/2½’’ BSP 
Female

   2½’’ x 51/       5 ’’ TPI Whitworth Male,     
   NSW, FBT

DRS099-LG-80RGQM 3’’ Roll Groove/2½’’ BSP 
Female

   2½’’ x ½’’ Male Queensland
   Round Thread

DRS099-LG-65MTWM 2½’’ BSP Male    21½’’ x 51/       5 ’’ TPI Whitworth Male, 
   NSW, FBT

DRS099-LG-65MTQM 2½’’ BSP Male    2½’’ x ½’’ Male Queensland
   Round Thread

DRS099-LG-SJWM Shoulder Joints    2½’’ x 5½’’ TPI Whitworth Male, 
   NSW, FBT

DRS099-LG-80RGSA 3’’ Roll Groove/2½’’ BSP 
Female    2½’’ x ½’’ Male SA Round Thread

DRS099-LG-80RGBS 3’’ Roll Groove/2½’’ BSPT 
Female    BS336 Female Outlet

DRS099-LG-65MTCR 2½’’ BSPT Male    2½’’ x 3 TPI Male CFA Round

DRS099-LG-80RGCR 3’’ Roll Groove/2½" BSPT 
Female    2½’’ x 3 TPI Male CFA Round

Australian Standard Hydrant Valve AS 2419.2

DRS140-GM-80PN16 2½’’ Female Instantaneous IS:5290 3’’ PN16

DRS141-GM-100PN16 2½’’ Female Instantaneous IS:5290 4’’ PN16

Code No. Outlet Inlet

Code No. Outlet Inlet

India Landing Valve

India Landing Valve Double Head

DRS110-GM-65BSPT

DRS100-GM-65AMAC

DRS106-GM-BGDV2

DRS099-LG-80RGQM

DRS099-LG-SJWM

DRS141-GM-100PN16

DRS140-GM-80PN16

DRS120-GM-BSPN16

DRS100-GM-65NEN

DRS108-GM-65BGDV

DRS099-LG-80RGWM

DRS099-LG-80RGBS
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WET & DRY RISER EQUIPMENT
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Code No. Inlet Size Outlet Size Flowrate

WRS124-LG-3X1-RD  

WRS124-LG-2X1-RD Male BSP Thread 80 mm BS 336 Female min 510 l/min

WRS124-LG-3X2-RD

Ratio Type Landing Valve to BS5041

2 Way & 4 Way Breeching Inlet

Body  	    	    : Ductile Iron	
Inlet  		     : BS Instantaneous Male Copper Alloy to BS 1982	
Outlet 		      : 2 Way Breeching Inlet Flanged PN16	
          		     : 4 Way Breeching Inlet Flanged PN16	
          		     : 2 Way Breeching Inlet Flanged 3’’ ANSI	
Working Pressure    	    : 10 bar	
Testing Pressure      	    : 20 bar	

Code No. Description Inlet Size Outlet Size Body Material

DRS095-DI-BSPN16 2 way breeching inlet BS 336 Male Table E/PN16 Ductile Iron

WRS115-DI-BSPN16 4 way breeching Inlet BS 336 Male Table E/PN16 Ductile Iron

DRS095-DI-2WY-RD 2 way breeching inlet BS 336 Male Table E/PN16 Ductile Iron

WRS115-DI-4WY-RD 4 way breeching Inlet BS 336 Male Table E/PN16 Ductile Iron

DRS095-DI-002-RD 2 way breeching inlet BS 336 Male Table E/PN16 Ductile Iron

WRS115-DI-004-RD 4 way breeching Inlet BS 336 Male Table E/PN16 Ductile Iron

German Breeching Inlet

Code No. Description Outlet Size Inlet Size

DRS130-GM-STN-NA 2 way breeching inlet Female BSP Thread 80 mm Storz B75 (89 mm) 

WRS104-GM-020-NA 20 mm BSP

WRS104-GM-025-NA 25 mm BSP

Code No. Inlet Connnection

Air Release Valve

Code No. Inlet Size Outlet Size

WRS130-GM-90D-NA Male BSP Thread 50 mm Storz C52 (66 mm)

WRS130-LA-90D-NA Male BSP Thread 50 mm Storz C52 (66 mm)

German Landing Valve

WRS124-LG-
3X1-RD

WRS124-LG-
2X1-RD

WRS124-LG-
3X2-RD

DRS095-DI-BSPN16

WRS115-DI-BSPN16

DRS130-GM-STN-NA

WRS104-GM-020-NA

WRS130-GM-90D-NA

Optional : Other materials available upon request.

FSP-2011-0033-1

FSP-2011-0033-1



Also available in Polished Brass, Polished Chrome and Rough Chrome 
Also available in NST, NPS and Groove for inlet and outlet upon request 
Certification: UL LISTED and FM APPROVED 

TECHNICAL SPECIFICATION

Code No. 

DRS800-038-FNPTXFNPT-RB

DRS800-065-FNPTXFNPT-RB

Size

1-1/2" (38mm)

2-1/2" (65mm)

Material

Forged brass

Forged brass

Rated Pressure
(Psi)

300

300

Colour

Rough Brass

Rough Brass

Angle Valve

Angle Valve

Also available in Polished Brass, Polished Chrome and Rough Chrome 
Also available in NST, NPS and Groove for inlet and outlet upon request  
Certification: UL LISTED and FM APPROVED 

TECHNICAL SPECIFICATION

Code No. 

WRS800-038-FNPTXFNPT-RB

WRS800-065-FNPTXFNPT-RB

Size

1-1/2" (38mm)

2-1/2" (65mm)

Material

Forged brass

Forged brass

Rated Pressure
(Psi)

300

300

Colour

Rough Brass

Rough Brass

Pressure Restricting
Valve

Pressure Restricting
Valve

17All products are subject to SRI's product disclaimers.
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ANGLE HOSE VALVE

PRESSURE RESTRICTING VALVE
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FIRE HYDRANT EQUIPMENT
High Pressure Fire Hydrant

Code No. Outlet Inlet

HYD056-DI-100-YW
2 x 2½’’ Pressure Regulating 
Control Valve with Female BS 

Instantaneous Outlet

4’’ Table E BS 10 
Flange

HYD056-CS-150-RD
4 x 2½’’ Pressure Regulating 
Control Valve with Female BS 

Instantaneous Outlet

6’’ Table E BS 10 
Flange

Code No. Outlet Inlet

HYD059-DI-100-RD
2 x 2½’’ Male Thread NST/

BSP/5TPI
4’’ Table E BS 10 

Flange

HYD060-DI-100-YW
2 x 2½’’ Control Valve with 

Female BS Instantaneous Outlet
4’’ Table E BS 10 

Flange

HYD060-DI-100-RD
2 x 2½’’ Control Valve with

Female BS Instantaneous Outlet
4’’ Table E BS 10 

Flange

2 Way Fire Hydrant

Model HYD059-DI-100-YW can be fitted with an underground 4’’ gate valve with 
spindle cap (sluice valve) and operated by using a hydrant key and bar (HYD066-CI-
030-BK/HYD066-LA-030-NA)	

Body material 	 : Ductile Iron to BS 1563
Outlet 	  	 : Copper Alloy BS 1982	
Test pressure  	 : 20 bar (300 psi)	
Working pressure  	 : 15 bar (217 psi)	
Finishing 	  	 : Red or Yellow

HYD059-DI-100-RD

HYD056-CS-150-RD

HYD056-DI-100-YW

Body material	 : Model HYD056-DI-100-YW - Ductile Iron to BS 1563	
		  : Model HYD056-CS-150-RD - Carbon Steel	
Test pressure    	 : 30 bar (435 psi)	
Working pressure 	 : 20 bar (300 psi)	
Outlet pressure setting	 : 7 bar (101 psi) at static flow	
Finishing		  : Red or Yellow	

HYD060-DI-100-YW




